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MODULAR OVER-GROUND POOL 

STEP  1 
Place the modular sheets of the base on a levelled and compacted surface and 

fasten them with the steel plates and flared screws provided . 

VARIATION TO STEP  1 
If the base already exists, check that the surface is perfectly levelled out using laser 

equipment, otherwise create a self-levelling band in correspondence with the panel 

perimeter . 

STEP   2 
After fastening the plates and checking 

that the surface is perfectly levelled using 

laser equipment, proceed to trace the inner 

contour of the pool considering the size of 

the modular structure (about 110 cm).  

To facilitate the application of the panels, 

it is recommended that you nail some 

planks to the ground which will act as a 

reference frame . 
 

STEP   3 
Start placing the modular panels starting from a corner 

of the pool whilst checking the verticality of the panels 

and being careful to place a gasket between the heads of 

the panels to allow the expansion of the structure . 
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STEP   4 
Temporarily fasten the panels with the modular 

corner buttress placing the long side of the element 

"A of corner" on the blind side of the corner panel, 

slot in the elements B, C and D of the buttress and 

lock it all with the teflon screws supplied, making 

sure that you use the special washer on the nut-side . 
  

IMPORTANT 

Do not tighten the nuts and bolts of 

the structure until you have 

completed the assembly of the pool, 

so as to be able to check and adjust 

the levels and plumbed elements 

using laser instruments . 
 

STEP   5 
 

Continue to assemble the panels of the 

pool and the modular buttresses until 

you have completed the pool . 

 

Plumb the structure checking also 

the top surface of the panels . 

STEP   6 
 

Tighten all the nuts and bolts of the structure. 

 

Secure the structure to the base by fastening the panels that feature two holes in 

the bottom part of the element.   For further fastening, we recommend you to 

fix the base to the element B of the buttress  

teflon 

screw 

washer + nut 
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STEP   7 
 

To place the pool coating over ground at 

the same level of the structure of the 

panels, you will need to position the 

wedges on top of the buttresses in 

addition to the corner as shown by the 

arrows in the diagram on the side . 

STEP   8 
 

Then proceed to fasten the slabs that 

make up the surface of the floor by 

glueing them to the wedges of the 

buttresses.  

Screw the vertical slabs of coating 

onto the buttresses . 

 

STEP   9 
 

The main structure of the modular 

over-ground pool is complete. Proceed 

to install the finishing elements such as 

coverings, supplies and perimeter 

edges. 

Finally, assemble the perimeter 

protection structure at ground level . 

PAGES  4 



MODULAR UNDER-GROUND POOL  
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MODULAR UNDER-GROUND POOL  

STEP   1 
In case of an under-ground pool, use laser 

equipment to check that the foundation is 

perfectly flat, otherwise create a self-

levelling band in correspondence with the 

panels.  

On the surface or on the band created, trace 

the inner contour of the pool . 

 

To facilitate the application of the panels, it 

is recommended to nail some planks to the 

ground which will act as a reference frame. 

STEP   2 
Start placing the modular panels starting from a corner of the pool whilst 

checking the verticality of the panels and being careful to place a gasket 

between the heads of the panels to allow the expansion of the structure . 

STEP   3 
Temporarily fasten the panels with the 

UNICO buttress and lock it all with the 

teflon screws supplied, making sure that you 

use the special washer on the nut-side . 

IMPORTANT 

Do not tighten the nuts and bolts of the 

structure until you have completed the 

assembly of the pool, so as to be able to 

check and adjust the levels and plumbed 

elements using laser instruments . 
 

gasket 
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STEP   4 
 

Continue to assemble the panels of 

the pool and the UNICO buttresses 

until you have completed the pool. 

 

Plumb the structure checking also 

the top surface of the panels . 

STEP   5 
 

Tighten all the nuts and bolts of the structure . 

 

Secure the structure to the base by fastening the panels that feature two holes in 

the bottom part of the element.  For further fastening, we recommend you also 

fix the UNICO buttress to the base. 

STEP   6 
 

The main structure of the modular 

in-ground pool is complete. 

Continue with the finishing 

elements such as coverings, 

supplies, filling the pit, paving and 

perimeter edges. 

 

 

embankment 

edge 
paving 

ground level 
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ROMAN STEPS DETAIL 

Both for the over-ground pools and for the 

under-ground pools, curved panels can be 

fitted to create curved corners and roman 

steps . 

 

 

CURVED CORNERS 

 

To position the panels for the curved 

corners, after tracing the pool, proceed in 

the same way as the straight panels 

described above . 

 

ROMAN STEPS 
 

To position the panels for the roman steps, after tracing the contour of the pool 

on the surface, place the straight panels as described above, placing a frame 

panel (panel featuring a long side without a flap) at the beginning of the roman 

steps . 

Place the first curved panel of the roman steps 

on the frame of the straight panel and secure 

with screws . 

 

Continue to assemble the curved panels until 

the other end of the roman steps and then start 

with a straight panel with frame . 

 

 

 

NOTE: This procedure also applies for the 

realization of reverse corners 
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EXAMPLES  OF  POOLS  THAT  CAN  BE  REALIXED 


